| DH-SD12200T-GN a hua

TECHNOLOGY

DH-SD12200T-GN

2MP PT

1/2.8" 2Megapixel STARVIS m« CMOS

WDR
25/30fps @ 1080
VS
PoE

IP66

e *
1ET > I
“ PoOE
0.005 ICRD/N P66

/

25/30fps  1080p 30 95
60°C 140°F -22°F IP66
6
0.005 KV
ONVIF
WDR
WDR 120
H.265 +
H.265 +
GOP ROI
H.265
H.265 H.265 + 70
OnwviF

www.dahuasecurity.com



| DH-SD12200T-GN

Vs Tripwire /

1/2.8" STARVIS™ CMOS

1920 H x1080 V 2 H.265 +/ H.265 / H.264 + / H.264

RAM/ROM 512M/ 128M

1080P 1920x1080 /720P 1280x720 /D1 /704x480 704x576

11 1/30,000s
ICIF 352x352 288x240

1080P /720P 1 25/ 30fps

0.005LUx@F1.6 B/W 0.0005Lux@F1.6 1 DLICE 1 25/30fps
S/N 50 2 720P/D1/CIF 1 25/30fps
IR N/A CBR/VBR
IR ! N/A
H.265/H.264 448K 8192Kbps
IR LED N/A
/ ICR / 1BIW
BLC/HLC/WDR 120
ATW
36 /128
/
F1.6
DNR 2D/3D
36 H 80.9%V 40.8°
28 H 10295V 54.9°
N/A
EIS
N/A
DORI
* DORI
DORI
16X
EN 62676 4
180°
24
36 545 178.8 218 715 109 35.8 54 17.7
28 41.4 135.8 16.6 54.5 8.3 272 4.1 135
G.711A/ G.711mu / G.726 | AAC
PTZ
! 0° 355% 20° 90°
RJ-45 10XBase-T / 100BASE-TX
0.1° 70° ; 0.1° 30°
IPv4  [1PV6 HTTP HTTPS SSL TCP/IP UDP UPnP ICMP IG
MP SNMP RTSP RTP SMTP NTP DHCP DNS PPPOE DDNS F
80°/ 40°s
PP Qos 802.1X
300
ONVIF S G API
PTZ 8
/
/
20
PTZ
NAS
PC SD 256
/
Web IE Firefox
DH-SD PSS DSS DMSS
10S  Android
P
CE ENS55032 / EN55024 / EN50130-4 FCC 15 subpartB
ANSI C63.4- 2014 UL UL60950-1 + CAN/CSA C222  No.6
WIA 0950-1
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